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The Easy-Slim system is fitted with a tubular frame 
that conceals the small mechanical assembly 
square and the welding bead in the welded 
frames and can be used on wooden frames 
without a perimeter gasket, thereby retaining 
perfect water-tightness and reducing manufactu-
ring costs.
The Easy-Slim system improves the aesthetics of 
the window when it is open .
The Sash profile is made of aluminium with a 
concealed screw assembly and an EPDM seal.
In the Easy-Slim system, the frame is concealed 
within the stop block of the wall and provides 
maximum brightness inside rooms. Easy-Slim is 
the ideal window for any setting with a minimalist 
design.

System Easy-Slim
 enriches the aesthetic appeal of the open window

frame: 68×60
sash:   68×70

SYSTEM

Easy-Slim
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NOTES: Calculation made according to UNI EN 10077-2:2004 and UNI EN 10077-1:2007 standards. 
Sample dimensions as required by UNI EN ISO 12567-1:2002 (Window with 1 sash LxH:1230x1480mm).
It is calculated on standard systems with reference to the sections shown in the Uniform  technical catalogue.
This calculation was made on the basis of the standards provided below only for the purpose of internal analysis and verification.
The results obtained do not constitute compliance criterion. Such results can be issued only by an authorized certification body.
Uniform SpA shall not be held liable for either the values indicated or their use.
Uniform SpA reserves the right to introduce modifications at any time without notice.
Reference Standards: UNI EN 10077-1:2007; UNI EN 10077-2:2004; UNI EN 12524:2001; UNI EN 673:2011.

Soft Wood Hard Wood


